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Watching television is only a pleasure with perfect reception. 
Here too, Loewe TV sets have everything you need, as the 
digital receivers are already integrated. Regardless of your 
choice of terrestrial with DVB-T, cable with DVB-C or satellite 
with DVB-S 2 – you do not need any additional receivers. All 

Loewe products from 32" upwards even allow you to  
receive HDTV channels with no additional hardware. There  
is plenty of space for the CA module required to decode 
Pay TV channels in the concealed CI slot conveniently located 
on the side 3.

The telephone rings right in the middle of a suspense-
filled crime drama. But thanks to DR+, you can still find 
out who the murderer was. With the integrated hard disk 
recorder, you can interrupt the current programme at any 
time and continue watching later. Or watch an exciting 

scene again in slow motion. Programming recordings is 
also straightforward – simply choose the programme in the 
Electronic Program Guide (EPG), select it and you’re done! 
You can even conveniently programme regular recordings  
of a complete series at the touch of a button.

What use is the widest range of functions and options if 
they are difficult to find or operate? With the Assist+ user 
interface, operating your Loewe TV set is child’s play. All the 
functions are configured in a sensible and logical way so that 
you can operate your television without having to consult 

the user guide every time! The Assist remote control is also 
designed for optimum user convenience, with improved key 
spacing and a clearly structured layout. And its ergonomically 
designed aluminium case also fits perfectly in your hand.
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100Hz technology (Fig. 1)
In 100Hz technology, the projected 
picture is built up at double the speed of 
classic 50 Hz technology. This is achieved 
by firstly saving the received picture in 
the device and then displaying it twice, 
one after the other, by predicting the 
sequence of images and pre-calculating 
them accordingly. The picture is perceived 
as being “steadier”. In the classic 
European 50-Hz standard technology, 

a new picture is set up 50 times per 
second, resulting in a picture frequency  
of 50 Hz. The human eye can still perceive 
a picture change at this frequency as 
a flicker, which only disappears at a 
frequency of around 75  Hz.

3D comb filter
A 3D comb filter is effective during still 
picture sections and perfectly separates 
the luminance and colour signal.

10-bit Video Digital /Analogue Converter
In Loewe DVD recorders, this converter  – 
in contrast to conventional circuitry  – 
reproduces every detail of the picture 
source authentically. This results in razor-
sharp, precise images even when faced 
with dark film sequences.

24-bit Audio Digital/Analogue 
Converter
Ensures maximum precision when  
audio signals are processed in a DVD 
recorder or audio system. This converter 
provides a dynamic bandwidth, 
outstanding signal-to-noise ratio and 
superior resistance to interference  
and component deterioration.

Technical glossary

Loewe 24p cinema film display with digital movie mode “on”. Even more flicker-free and flowing movements thanks to newly calculated interpolated images.

Loewe 24p cinema film display with digital movie mode “off”. Flicker-free, sharp play back of movement thanks to the four-times increase of picture frequency to 96 Hz.

Normal film playback like in the cinema. Reduced flickering thanks to three- or four times repeated projection of the same image with 72 Hz or 96 Hz.

Production format of a film with 24p. Significant flickering and jumping in celluloid film due to picture and screen frequency. 

Newly calculated image Newly calculated image Newly calculated image Newly calculated image Newly calculated image Newly calculated image

Fig. 2, 24p cinema film display

Fig. 1, 100Hz technology

100Hz High End

50Hz
Newly calculated image Newly calculated image Newly calculated image
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24p cinema film display (Fig. 2)
Films are shot at 24 complete pictures 
per second; European PAL standard 
productions for television and DVD are 
shown on sets with 25 complete pictures 
per second. Until now, this difference 
has led to visible side-effects. Since the 
creation of high-definition media such 
as Blu-ray discs, it is now possible to 
experience the original cinema quality 
at home. In order to do so, the 24p 
play back format must be supported by 
the Blu-ray player and the television. 
Of course, all new Loewe TVs and 
the Loewe Blu-ray player feature 24p 
cinema film display. In order to avoid 
large-scale flickering at this relatively 
low picture repetition rate of 24 Hz, 
each image is shown four times, as it is 
in good cinemas, increasing the picture 
repetition rate to 96 Hz. And because the 
new Loewe TVs can calculate additional 
interpolated images when the optional 
digital movie mode is activated, they also 
avoid the jerkiness typical in cinemas 
during pan shots, for example. In any 
event, the result is an extremely realistic 
picture experience.

5.1 Multi Channel Audio/ 
Digital Multi-Channel Audio
Dolby Digital and MPEG 2 audio decoders 
provide 5 separate audio channels with 
full frequency bandwidth and a separate 
channel for the bass range (subwoofer). 
That’s why it’s called 5.1 digital 
multichannel audio. Blu-ray players, DVD 
recorders, audio systems and TV sets 
with HD+ technology can process this 
innovative surround encoding procedure 
for surround sound like in the cinema.

A
Ambient light-responsive contrast 
control (OPC) – Optical Power Control
This feature automatically adjusts 
image contrast to the brightness of the 

room. Depending on the lighting in the 
room (e.g. in darkened rooms) energy 
consumption can thus be reduced by up 
to 50 % (see Energy efficiency).

Analogue reception
Besides the standard integrated or 
extendable digital reception options, all 
Loewe TV sets always receive analogue 
TV signals via antenna or cable insofar 
as the corresponding programmes are 
broadcast in analogue reception quality.

Assist+

Loewe televisions feature the newly 
developed intelligent Loewe operating 
system, Assist+. It has a clearly-structured, 
easy-to-use guide and a simple overall 
design. Navigation requires just a few 
buttons on the Assist remote control. 
With the new design, infrequently used 
sub-menus are faded out so the menu 
doesn’t cover the whole TV screen. 
Settings such as volume and personal 
Videotext pages can be saved. With 
the HD+ technology, you can edit up to 
6  favourites lists of 99 channels each – so 
everyone at home can find their favourite 
channel quickly.

Automatic Channel Programming (ACP)
Registers all receivable channels the 
first time you switch on the television – 
even those received by the integrated 
satellite tuner – and programs them in 
a country or network-specific sequence. 
Abbreviated channel designations are 
copied directly, if provided by the station.

Automatic Movie Detection (AMD)
On programmes transmitted in a 
format with black bars across the top 
and bottom of the screen, the set 
automatically recognises whether a zoom 
display is possible and switches to the 
optimum zoom factor, i.e. the image is 
shown with reduced bars or none at all.

Automatic switch-off
With the automatic switch-off function, 
the television set turns itself off after a 
pre-programmed period of time, or when 
the TV is on stand-by without a tuner 
signal for more than 15 minutes.

Automatic Volume Control (AVC)
Automatically smoothes out sudden 
increases in volume when changing 
channels or during commercials. The 
volume remains approximately the same. 
This function depends on the signal 
format emitted by station.

AV port
This is a port on the front of the TV set 
for S-VHS/-Hi-8-camcorder (Hosiden 
connector), VHS-8mm camcorder  
(video RCA/phono jack) and for sound 
(stereo RCA/phono jack). It facilitates 
copying from a camcorder, for example, 
to a connected DVD recorder.

B
Bass Reflex
Speaker chassis in closed cabinets absorb 
sound components emitted to the rear. 
Bass reflex speakers feature a precisely 
calculated opening in the cabinet to 
use this reflected sound. This opening 
produces broad low range bass imaging 
and higher acoustic pressure.

Black Level Expander
Grey pictures are corrected towards 
black. Contrast and the depth of focus 
impression are thus increased.

C
CD Text
In addition to music, audio CDs can also 
store text such as the CD name and artist. 
Devices equipped with this feature display 
this additional information.
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Child Lock
Blocks selected channels or the whole TV 
set using a PIN code. This feature can be 
set for activation at a certain time of day 
or above a certain age. Child locks are 
also integrated in Loewe Audio Systems 
and Loewe Equipment products.

Cinema
Cinema mode enlarges the 4 : 3 picture 
for proportionally correct display on a  
16 : 9 screen.

Colour Transient Improvement (CTI)
Improves the colour signals and ensures  
a sharper edge demarcation with a 
special edge control switch.

Comb filter
Comb filter is the term used to describe 
a filter circuit that can re-separate 
frequency spectra such as luminance or 
colour signals interlaced according to 
a fixed pattern. On conventional sets 
this separation is performed by simple 
filter circuits. However, parts of the 
other respective components are hereby 
retained in the separated signals. This 
leads to unavoidable interference. Comb 
filters separate both spectra practically 
interference-free. The result is clearly 
defined picture borders and higher 
definition with stiller pictures.

Common Interface (CI-Slot)
Common Interface is a standard interface. 
Coded digital channels may be used 
by inserting the appropriate decoding 

module (Conditional Access Module) and 
an activated Smartcard.

Conditional Access Module (CA-Modul)
The CA module contains the decoding 
system and compares the transmitted code 
with that on the SmartCard. If the two 
match, the corresponding programmes are 
decoded. CA modules for commercially 
available decoding systems (e. g. Irdeto, 
Cryptoworks, Viaccess) are available from 
specialist retailers.

Copy-to-DR+ function
A function in the Loewe Viewvision DR+ 
DVB-T DVD recorder, which enables 
content such as digital photos or MP3 
audio files to be copied from the USB 
memory or CD onto the DVD recorder’s 
integrated hard disk.

CRX®-Soundsystem (Fig. 3)
When speakers are flat, the CRX® Sound 
System (Coaxial Reflex Sound System) 
makes it possible to accommodate the 
necessary bass reflex pipe, providing 
rich bass playback on flat-screen TV sets 
without loss of sound.

Custom File
This function allows you to save your 
favourite songs on a particular CD in the 
memory of the device (max. 20 entries). 
The selected songs are then played in the 
order programmed without interruption. 
The programmed selection is saved and 
will be available the next time the same 
CD is inserted.

D
Diagonal Contour Control (DCC)
Diagonal lines come across as steps 
on large screens, especially during 
movement. DCC considerably reduces this 
effect. Diagonal lines are thus displayed 
smoothly during camera movement and 
without a “stair-step effect”.

Digital Link
Digital Link allows Equipment products to 
be operated, even if they are in concealed 
set-ups. Connection to a Loewe TV set 
with a fully wired Scart cable is required 
for this.

Digital Link Plus
The TV set and DVD recorder exchange 
data via Scart cable using Digital Link Plus 
(e.g. analogue programme list or timer 
data). This allows the TV set to control 
recording.

Digital Link HD
TV set and external device exchange  
data via the HDMI interface and make  
the system easier to operate.

Digital Movie Mode (DMM)
Studio recording, live broadcast or 
feature film – the broadcast image is 
always optimally decoded. Still images 
are played back with maximum sharpness 
and completely motionless. DMM 
creates intermediate images to enable 
perfect studio quality, even with quick 
movements.

Digital Noise Control (DNC)
Weak (analogue) TV signals can cause 
annoying picture noise. DNC works to 
digitally suppress this noise.

Digital Power Amplifier
In comparison to conventional analogue 
amplifiers, the digital signal is amplified 
here. Only then does the conversion from 
digital to analogue take place. The energy 
is more efficiently used (90 % efficiency) 
and is transformed into power output. 
The use of digital components enables 
the development of smaller and slimmer 
amplifiers.

DivX
A format for compressing video data.

A normal bass reflex tube, as 
used in CRT sets, takes up too 
much room in an LCD set.

That’s why it is folded in flat-
screen TV sets – the 9 equal 
sections take up less room.

Fig. 3, CRX®-Soundsystem

Dolby Digital is a registered trademark of the Dolby Laboratories Licensing Corporation. 
DTS is a registered trademark of Digital Theatre Systems, Inc. Circle Surround is a  
registered trademark of SRS Labs, Inc. Digital Sound Projector is a trademark of 1 Ltd.
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Dolby Digital
The digital standard for high-quality 
home cinema systems. With this standard 
individual channels are transmitted 
separately. The three front channels 
on the right, left and centre, the two 
surround channels on the right and left 
and the external subwoofer channel are 
also termed as a 5.1 signal.

Dolby Digital Plus
Dolby Digital Plus is a new, improved 
process for encrypting audio signals. It is 
compatible with modern home cinema 
systems and is supported by Loewe Blu-
ray players, for example.

Dolby ProLogic 
Converts Dolby coded stereo signals into 
surround sound. It usually features four 
channels (left, centre, right, surround).  
No special subwoofer channel is created. 

Dolby ProLogic II 
A newer version of Dolby Pro Logic. 
Using highly advanced mathematical 
models this process generates six-channel 
surround sound (left, centre, right, 
surround right, surround left, subwoofer) 
from a stereo or Pro Logic signal.

Dolby TrueHD
Is a surround sound format with no 
loss of quality for up to 7.1 channels 
developed for high-definition media 
such as Blu-ray. The audio data is 
uncompromised and therefore identical  
to the original recording in the studio.  
A separate decoder is required for 
playback. Dolby TrueHD is read by the 
Loewe Blu-ray player, for example, and 
then released to the digital output.

Dolby Virtual Speaker technology
Dolby Virtual Speaker technology simulates 
surround sound playback from a real 5.1 
channel speaker system with just two 
speakers. This uses advanced algorithms 

DR+

The integrated DR+ hard disk recorder is 
optionally available ex works for almost 
all Loewe TVs. This allows you to record 
television programmes very easily at the 
touch of a button, or interrupt the current 
programme by pressing the pause button 
on your Loewe remote control, and even 
rewind television with the backwards 
button. HDTV programmes can also be 
recorded this way.

Dual Laser 
Different types of discs such as DVDs or 
CDs place different demands on the laser. 
That’s why Loewe puts two lasers in all 
DVD players and audio systems. One laser 
is designed especially to read DVDs and 
a second is used to read CDs (including 
home recorded CD-Rs or CD-RWs). As 
each laser is specifically designed for 
one task, the best audio and video 
performance is guaranteed.

DVB 	  
DVB describes the standards currently 
established in Europe for broadcasting 
digital content (e. g. television, radio, 
multi-channel sound, EPG, Teletext and 
other additional services). The most 
important standards today are DVB-T, 
DVB-C and DVB-S/S 2.
 DVB-T	

DVB-T describes the digital broadcast of 
content via the antenna (Terrestrial).
 DVB-C	   

DVB-C describes the digital broadcast of 
content via the cable network.
 DVB-S bzw. DVB-S 2	  

DVB-S describes the digital broadcast of 
programmes via satellite. DVB-S 2 is a 
further developed version of this standard 
and increases the transfer rate by up 
to 30 % (through the use of improved 
codification, modulation and error 
correction processes). Today, the majority 
of HDTV content is broadcast in the 
DVB-S 2 standard.

and technologies for room modeling, in 
order to reproduce the audio spectrum 
and dynamics of real 5.1 channel speakers. 
Dolby Virtual Speaker complements 
modern flat-screens and is ideal for rooms 
in which a 5.1 speaker system cannot be 
used due to cost or installation effort.

Downscaling/upscaling
By connecting various equipment 
products via a digital AV interface,  
the TV set receives different signals  
in different resolutions. The electronic 
system in the TV recognises this and 
automatically adjusts the resolution 
to match the display resolution. This 
means, for example, that when a laptop 
is connected, the 640 x 480 pixels 
resolution is automatically upgraded  
to the optimal display resolution of  
1.366 x 768 pixels.

dts – Digital Theatre Sound
Along with the well-known Dolby Digital 
5.1 format, many films are now mixed in 
the dts Digital Surround format in order 
to achieve an effective 5.1 surround 
sound effect. Loewe DVD recorders,  
Blu-ray players and audio systems support 
dts surround sound.

dts HD
Is a new sound format, in which high-
definition audio signals are encrypted 
with up to 7.1 channels. It is compatible 
with current 5.1 home cinema systems 
and is supported by Loewe Blu-ray 
players, for example. dts HD is available 
in two forms: as dts HD High Resolution 
(HR) Audio, where data is compromised, 
saving memory, and dts HD Master  
Audio, which is uncompromised and 
therefore identical to the original mix  
in the sound studio. 
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 Digital Tick		   
The digital tick logo is used to identify 
digital TV products that are designed to 
work through switchover which includes 
the switching off of existing analogue 
television broadcasts in the UK. 

DV Port
The DV port is required to connect a 
camcorder with a suitable output to a 
DVD recorder. The connection type is  
also known as FireWire.

DVD Audio
This high-definition audio format provides 
top-quality sound that is even better than 
a conventional CD. In addition to music, 
DVD audio can also offer visual elements 
such as lyrics, still frames and animations. 
Just as with DVD video, DVD audio can 
contain videos with the Dolby Digital 5.1 
audio format.

Dynamic contrast ratio
Panel luminosity is adjusted when the 
picture features a high proportion of 
black. The so-called backlights are 
automatically dimmed and the contrast 
ratio is increased dynamically for this 
picture.

E
Eco-standard
The ”eco-standard“ setting can have a 
significant impact on the TV set’s energy 
consumption. Low energy consumption 
is a priority in this mode (see Energy 
efficiency).

Electronic Programme Guide (EPG)
The EPG is updated daily to guide you 
through digital television programming 
directly on-screen. EPG provides 
an advance view of several days’ 
programmes for individual stations. 
Service information/next view data 

reception is required for this. When 
marked accordingly, programmes can be 
recorded, the station changed or the TV 
even switched on from stand-by mode.

Energy efficiency
The ”Energy Efficiency“ menu item 
allows the user to select how efficiently 
their Loewe TV set will be operated. 
Depending on the pre-setting, the 
contrast value (and therefore the 
brightness of the back lighting) is 
adjusted and the automatic contrast 
control is activated or deactivated. In 
the ”eco standard“ mode, the focus is 
on low energy consumption for home 
use (ambient light contrast control is 
activated). ”Premium mode“ optimises 
the settings for a brighter environment, 
with a higher level of energy consumption 
(ambient light contrast control is 
activated). In ”retailer mode“, the picture 
settings are adjusted for using the device 
in showrooms (ambient light contrast 
control is deactivated).

Ext. 16 : 9 Mode
This enables the play-back of 16 : 9 
pictures from external sources, that were, 
for example, recorded using a 16 : 9 
camcorder. Only the width of the picture 
needs to be expanded to display the 
correct picture proportions on 16 : 9  
TV sets.

F
Favourites lists
With the help of 6 favourites lists, 
favourite channels can be easily saved 
and accessed quickly at any time. Each 
favourites list can be filled with up to 
99 channels. Favourites lists can be 
put together according to individual 
requirements (for example, according 
to categories such as Film, Sport, Family 
or according to user). The favourites 
lists also have the advantage of storing 
channels from various signal sources in 
the desired order.

Full-HD 100Hz LCD technology
Full-HD-100 Hz LCD displays are suitable 
for processing the 100 Hz picture 
repetition rate. These LCD displays have  
a resolution of 1.920 x 1.080 pixels in  
16 : 9 format.

Full-HD LCD technology (Fig. 4)
Full-HD LCD displays can show the 
supplied 1.920 x 1.080 pixel 1:1 
resolution in 16 : 9 format.

G
Games mode
For the ports on the TV set for games 
consoles, PC applications or karaoke 
systems, activating the Games mode is 
recommended. This results in the activities 
(e.g. commands from a games console) 
appearing more quickly on the screen 
through a reduction of the complex 

Resolution: 768 x 576 pixels
Approx. 400.000 pixels at PAL standard

Minimum resolution: 1.366 x 768 pixels
Approx. 1.000.000 pixels at HD ready 
standard

Full HD resolution: 1.920 x 1.080 pixels
Approx. 2.000.000 pixels at HDTV standard

Fig. 4, Full-HD LCD technology
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image-enhancing technology. This can 
greatly reduce any latency periods which 
would otherwise occur. This Games mode 
can be activated separately for each 
source as desired.

H
HDCP (High Bandwidth Digital  
Content Protection) 
HDCP is the digital copy protection 
accepted by film studios. Films protected 
this way can only be shown via the digital 
inputs if the DVI or HDMI interface of 
both the feeding device and the display 
feature HDCP.

HDMI (High Definition Multimedia 
Interface)
HDMI is the new standard for 
connection and interfaces in consumer 
electronics. Picture and audio signals are 
transmitted in a purely digital form with 
unprecedented brilliance and quality. For 
videos, HDMI is PIN compatible with DVI.

HD ready 	
HD ready is used to describe sets that 
are able to display HDTV signals on 
screen. HD ready sets have a native 
resolution of at least 720 lines on a 16 : 9 
screen format. Furthermore, at least one 
component port is available, such as a 
HDMI or DVI port with HDCP.

HDTV	
HDTV stands for “high-definition 
television”. Whereas TV pictures 
conforming to the current PAL standard 
consist of 625 lines, HDTV has 1.080 scan 
lines (European standard in full-screen 
mode). The advantages of this are a 
considerable improvement in sharpness 
and impressive depth. The HDTV logo 
marks sets which are capable of receiving 
and processing high-definition signals.

HDTV 1080p 	
This describes Full-HD flat-screen TVs that 
are suitable for receiving, processing and 
displaying high-definition programmes 
with 1080p (incl. 24p cinema film 
display support). Loewe sets with HD+ 
technology and Full-HD display meet the 
requirements for this logo.

Help function
On the Assist+ menu on Loewe TV sets, 
pressing the Info key calls up information 
about each menu option. This makes it 
easier to learn how to operate Assist+.

Home Cinema
With an external loudspeaker system you 
can turn your television into your own 
home cinema. For a surround sound 
experience, a decoded Dolby Digital 
sound signal is normally divided between 
five speakers and a subwoofer. It’s also 
possible to create the impression of 
surround sound with fewer speakers, e. g. 
with Virtual Dolby Speaker technology.

Home networking with RS 232
Many Loewe sets feature an integrated 
RS 232 interface, also available as an 
upgrade kit, which allows Loewe to be 
easily incorporated into existing and new 
home network systems such as those 
from AMX or Crestron. The operator 
panel of the network system acts as the 
control centre, meaning that the TV set 
can be controlled from any position in 
the house. The Loewe customer can, for 
example, switch their TV and radio on 
and off, change channel and mute. A 
DR+ recording can also be activated from 
the Touch Panel – even if the TV set isn’t 
actually on at that moment.

Hybrid tuner
Receiver for both analogue and digital 
programmes. In addition to analog cable 
and antenna signals, Loewe’s current 
hybrid tuner can receive DVB-T and  
DVB-C programmes. That means that 
digital television requires no additional 
tuner. The hybrid tuner is an integral  
part of the TV set.

I
Image+

Image+ is responsible for the unique 
image quality on a Loewe display. With 
Loewe Image+, pictures are so vivid, 
you’d think they were real. Loewe Image+ 
is the technological response to the 
digital HDTV future. Depending on the  
set model, various systems developed  
by Loewe work together with the  
display to create consistently brilliant  
and realistic images.

Image+ Active
Image+ Active encompasses a package 
of individual image enhancement 
technologies. Special technologies such 
as Image+ Contrast, Image Colour+ or 
Image+ Sharpness display individual 
pictures with even greater sharpness, 
contrast and colour fidelity. A contrast 
sensor in Image+ Contrast HD measures 
room brightness and adapts the television 
contrast accordingly. The Image+ 
Sharpness HD 3D comb filter ensures that 
fine structures and features are displayed 
in even greater detail. Image+ Colour  HD 
eliminates what are known as cross 
colour effects that may occur with fine 
patterns, while Image+ Motion ensures 
exceptionally steady picture quality 
during camera movement. Image+ Active 
perfects picture optimisation, even for HD 
signals. As a result of the combination 

Fig. 5, Individual Sound Projector
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of individual modules, 100Hz, 24p 
motion picture display and HD Motion 
dejuddering, additionally used on many 
Loewe TV sets, pictures flow beautifully, 
are extremely sharp and rich in detail, 
even when it comes to rapid movement.

Individual Sound Projector (Fig. 5)
The Individual Sound Projector provides 
authentic 5.1 surround sound from just 
one source. Its 40 individual speakers 
use the walls of the room to direct the 
sound reflections precisely. The room’s 
acoustics are measured automatically, 
and the sound waves are adjusted exactly 
according to the angles of incidence and 
reflection, depending to site, lay-out 
and set-up of the room. A measuring 
microphone is supplied. Manual set-up 
is also possible for fine tuning. With 
the Individual Sound Projector you can 
experience perfect surround sound 
from all directions without making any 
concessions to your living space.

Individual Sound  
Subwoofer Highline (Fig. 6)
The new Individual Sound Subwoofer 
Highline is the ideal appliance for real 
Hi-Fi enthusiasts. With a total power of 
800 watts, one active and two passive 
bass speakers, it offers the ultimate in 
powerful bass.

Internet radio
Internet radio or web radio refers 
to an Internet-based range of radio 
programmes. Loewe products with this 
function can receive broadcasts from 
more than 8.000 radio stations from all 
over the world live and direct (without 
using a PC). It is possible to search for 
stations according to country and genre 
and broadcasters from the user‘s own 
country are displayed automatically, so 
it is easy to find the required station. 
Personal preferences can be saved in a 
favourites list. Managing your favourites 
and listening to music is also possible 
via the Loewe website. The option of 
switching off the screen while listening 
to the radio can help to reduce power 
consumption.

iPIP
Advertising breaks can be shrunk into 
a little picture window using iPIP, while 
other channels are followed on a large 
window. Pressing the iPIP button again 
restores the first channel to full-screen 
mode.

IR Link
The IR link function available as an 
upgrade allows discreetly positioned 
additional devices from other 
manufacturers to be operated using the 
Loewe TV set. 

L
LCD Technology
LCD screens consist of two backlit glass 
panels. Sandwiched between these two 
panels is a liquid (liquid crystal) stored 
in individual chambers whose molecules 
change their orientation when electrical 
voltage is applied. That is how the picture 
is created. The result is very compact 
construction, energy efficient displays and 
perfect picture quality.

L-Link
This feature is the intelligent system 
connection between Loewe TV sets and 
audio systems for exchanging information 
automatically. It makes operating the 
television and Loewe system components 
easier than ever.

Luminance Transition Improvement (LTI)
LTI eliminates artificial shadows created 
during light to dark transitions. Pictures 
are thus displayed in more detail and 
writing is much clearer.

M
Main Information
This is an electronic handbook containing 
general operating instructions and 
detailed descriptions of applications.  
Use keyword search for quick access.

MediaNetwork
Describes the content which can be 
accessed using the Network Media Player 
via the network with Connect. Pictures, 
music and video files can be received 
and played back. Images are shown in 
high-definition; an automatic slide show 
is also possible. Search functions help to 
find the desired picture quickly. Music files 
can be sorted and searched for according 
to artist, album etc. (when the necessary 
information has been provided). Music 
can also be played in the background 
during a slideshow. Videos are also 
shown at a resolution of up to 1.920 x 
1.080 pixels, depending on the TV set. 
The following formats are generally 
supported via the Media Network: 
images (jpg, png, bmp), music (MP3, 
WAV without ADPCM), WMA 8/9/10 
(except lossless), LPCM, AAC-LC, FLAC, 
videos (MPEG 1/2/4, H.264, WMV 9/HD, 
DivX®, VOB, MOV (MPEG4) 1.

1 Depending on the version of the Network Mediaplayer.

Fig. 6, Individual Sound Subwoofer Highline
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MPEG2
MPEG2 video is a standard used for 
transmitting digital TV programmes. 
Data compression is used here to exploit 
the band width of available TV channels 
efficiently.

MPEG4
Data compression standard for HDTV 
transmission. Permits optimum use of 
the transmission band width in the 
individual distribution channels. MPEG4 
is established as the European HDTV 
standard.

MPEG Encoder
Permits recording of analogue signals on 
TVs that use HD+ technology and have 
DR+ integrated.

Multi-format recorder
Multi-format recording means that 
different disc formats can be played in the 
intended standards. The most widespread 
recording is done in DVD+R/RW and 
DVD-R/RW disc formats. Multi-format 
recording ensures compatibility with most 
commercially available DVD players. It 
goes without saying that the multi-format 
recorder can also play DVDs and CDs.

MusicBox
Music files in MP3 format saved on a  
USB stick or a memory card in a card 
reader can easily be played with the 
MusicBox. The content of the storage 
media can be browsed and/or sorted 
according to certain criteria (file name, 
title, artist, album) using the coloured 
buttons and saved in the playback list  
in the common M3u format.

N
Network connections (Fig. 7)
LAN, WLAN and Powerline, are three 
different network options which allow 
you to access multimedia content on 
the home network directly, e.g. from a 
connected PC, or network hard drive.  
The TV set can be connected via LAN  
to the router using an Ethernet network 
cable, and the high data rate enables 
even HD videos to be transferred to 
the television. The WLAN interface, 
additionally integrated on the Connect 
Media, enables the wireless exchange  
of data. With Powerline, you can transfer 
data via the mains using the optionally 
available dLAN 200 AV adapter. This 
method is also suitable for HD videos 
thanks to the high speed. Powerline 
uses the existing mains and is therefore 
particularly convenient to install.

Network Media Player
TV sets equipped with the Network Media 
Player allow you to play multimedia 
content (photos, music files, videos) 

saved on a storage medium in your 
home network and made available by a 
media server. The Network Media Player 
can access a variety of types of storage 
media in the network (e. g. PCs, Network 
Attached Storages (NAS). The TV set can 
be connected to the home network using 
a cable (LAN, Powerline) and partially 
via a wireless connection (WLAN). The 
Network Media Player supports the UPnP 
AV standard. The Twonkyvision Media 
Server is available at www.loewe-int.de  
(or your local homepage) under the 
Support section.

Now&Next
Gives you a look at the next approx. 
24  hours, and boasts the same functions 
as the Electronic Programme Guide (EPG).

P
Panorama (picture format)
This mode allows virtual full format 
display of 4 : 3 PAL broadcasts on a 16 : 9 
screen. The station’s logo and captions 
are preserved.

Panorama (sound)
Converts stereo signals into virtual 
surround sound. The sound fills the room, 
broadening the audio zone.

Personalised Videotext
For quick and direct access to your 
favourite Videotext pages. Preferred 
pages are automatically updated when 
the TV set is switched on.

PhotoViewer
Picture files in JPEG format  can 
be displayed on TV sets using the 
PhotoViewer. In order to achieve this,  
a USB stick, memory card in a card 
reading device or a digital camera  
must be connected to the set’s USB 
interface. The photos can be shown  
in an automatic slideshow.

Fig. 7, Network connections
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Technical glossary.

PIP (AV)
With PIP-AV, a picture from an external 
source such as a DVD recorder can 
be displayed at the same time as the 
television picture without any additional 
receiver (unlike full PIP).

PIP (Full PIP)
The TV is equipped with a second receiver. 
This second receiver makes it possible 
to display a second channel as picture-
in-picture via a cable TV connection, a 
terrestrial antenna or an integrated Twin 
Sat upgrade kit. Restricted DVB and HDTV 
reception may occur.

Power consumption when on  
(in watts)
The specifications for ‘On (average)’ in 
the European standard EN 62087: 2009 
are used as a basis for measuring power 
consumption. The picture settings which 
the manufacturer envisages for use in  
the normal home environment apply.
With Loewe this is the ‘eco-standard’ 
mode.

Power consumption in stand-by mode
(in watts)
In compliance with the relevant standard, 
Loewe TV sets have an “active standby
mode, low stand-by” or “Stand-by 
active low”, as it is possible to turn 
on the products not only using the 
remote control or timer, but also from 
the additional devices (e. g. from the 
Auro). The TV set can be completely 
disconnected from the mains with the 
power switch.

Power consumption when the device
is turned off
Every Loewe TV set has a two-pole power 
switch which disconnects the device from 
the mains completely when it is switched 
off. In this state, no power is consumed.

Progressive Scan Output
High-quality output for picture signals. 
Suitable for connecting all Loewe flat-
screen TV sets with the HD ready seal  
of approval.

PRX sound
The PRX sound system (Passive Reflex 
Sound system) is a further development 
of the established Loewe CRX® sound 
system. It is ideally suited to the speaker 
box designs with even flatter profiles for 
the new slim look, producing full-bodied 
bass without any loss of sound. A normal 
or folded bass reflex tube, as used in 
top-of-the-range LCD TVs, takes up too 
much room in a slim LCD set. Therefore, 
in the Art SL, for example, it is replaced 
by a large rear passive membrane – and 
so even less depth is required to produce 
the same volume.

Pulse Code Modulation (PCM)
PCM is the standard procedure when 
recording digital audio signals on audio 
CDs. DVDs are able to record more 
data. That’s why they record using the 
linear PCM process, which uses a higher 
sampling frequency.

R
Response time
The time it takes liquid crystals to change 
from an inactive (blocks light) to an active 
(light passes through) state when an 
electrical charge is applied. The shorter 
the response time, the faster the picture 
is formed and the fewer picture artifacts. 
Black and white are not always assigned 
to the inactive to active range, switching 
times between grey values are also often 
stated.

Resume Function
Loewe DVD recorders store the beginning 
and ending positions for the disc currently 
inserted. If you have to stop a DVD film 
partway through, the player ‘remembers’ 
the exact position the next time it is 
turned on.

S
SmartCard
The SmartCard is an electronic chip card 
issued by the respective broadcaster 
or registration-free pay TV operator. It 
contains the code that is decoded by  
the CA module.

Split Screen Display
TV/AV: On all Loewe televisions with a 
DVD recorder or audio system connected 
you can split the screen to view the TV 
programme and a DVD side by side in the 
same size. 
TV/TV: On some Loewe TVs with 16 : 9 
displays the screen can be split equally 
so you can watch two programmes 
simultaneously. 
TV/Videotext: On all models you can split 
the screen to view the TV programme and 
Videotext side by side in the same size.

Static contrast ratio
Describes the difference between the 
brightest and darkest picture display.

T
Time Search
When you input the appropriate time 
information, this function allows you 
direct access to a particular film sequence 
on a DVD.

U
USB
The Universal Serial Bus (USB) system 
connects the TV set with external devices. 
Storage media or devices which feature 
USB can be connected with each other 
during operation. A card reader or a 
USB stick with digital photos can be 
connected to the USB port on the Loewe 
TV set. Images can then be viewed using 
the integrated PhotoViewer software. 
Some sets also feature Loewe MusicBox, 
which allows MP3 music files to be 
played.
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V
VGA
Analogue video signals can be transferred 
from computers, for example, using the 
VGA connection.

Video Automatic Channel 
Programming
This feature automatically programs all 
receivable television channels and sorts 
them according to a pre-set sequence. 
The station abbreviations for the 
programme overview are copied directly 
from the broadcasting station, if available. 
Individual changes to the programme 
memory slots or the station’s abbreviated 
designations can easily be made at any 
time. This convenient automatic tuning 
feature also offers a major benefit in 
conjunction with Digital Link Plus, as 
the connected DVD recorder stores the 
stations in the same sequence (only with 
cable and terrestrial reception).

Videotext Level 2.5
Videotext with considerably more colours 
as well as higher resolution graphics for 
a vivid, enhanced display. Videotext Level 
2.5 is broadcast by an increasing number 
of television stations.

Videotimer 
The Loewe TV set and DVD recorder work 
together perfectly for timer-controlled 
video recordings – even for satellite 
broadcasts. With manual programming, 
only the channel and record times 
need be set. The Loewe DVD recorder 
then receives its commands from the 
TV. It’s even easier to program your 
DVD recorder using the EPG electronic 
programme guide on your Loewe TV.

Z
Zoom
This feature improves the proportionally 
correct presentation of widescreen films 
on the 16 : 9 screen when transmission is 
in the 4 : 3 PAL standard. With Zoom you 
can fade out the black bars at the upper 
and lower edges of the picture.



Accessories.

 i = included/installed   y = upgradeable/optional 
1 �Depending on respective product. Further information can be found  

in the technical information tables.
2 Backwards search not available with HDTV recordings.
3 �WLAN Function only available on ex-works versions of Connect Media.

4 �Generally compatible with most UPnP-AV media servers; examples shown here, updates 
excluded.

5 �Functions depend in part on the media server used and/or the file format.
6 �In individual cases, however, it may occur that due to the wide variety of technical options  

for creating and editing media files, some are unable to be played.
7 Visible height depends on TV set.

Available as variant ex works for:  
Individual 46 Selection Full-HD+ 100, Individual 40 Selection Full-HD+ 100,  
Individual 32 Selection Full-HD+ 100, Connect 42 Media Full-HD+ 100,  
Connect 37 Media Full-HD+ 100, Connect 32 Media Full-HD+ 100,  
Art 47 SL Full-HD+ 100, Art 42 SL Full-HD+ 100, Art 37 SL Full-HD+ 100,  
Art 32 SL Full-HD+ 100, Xelos A 37 Full-HD+ 100, Xelos A 32 Full-HD+ 100.

General
Hard Disc 1

Recording capacity
Timeshift-Buffer

160 GB , 250 GB 

up to 200 hours
30 / 60 / 90 / 120 min.

Picture
Still frame / no interference pattern
Slow motion: 0.1/0.2/0.5/0.8 times
10/60/120x search; forwards/backwards
Smartjump, Replay
Time Shift mode
Archive playback

i/i
i
i/i2

i
i
i

Recording options
Time Shift buffer
Archive recording
	 Spontaneous recording
	 EPG programmed recording
	 Teletext-programmed recording
	 Manually programmed recording
	 From external device (analogue only)
Serial recording Monday–Friday, daily / weekly

i
i
i
i
i
i
i
i/i/i

Archive management
Automatic titling and info  
when recording using EPG
Automatic titling and info  
when recording using VT	
Automatic titling and info  
when recording spontaneously
Title edit
Sorting according to date / alphabetical order
Erase protection
Parental Lock

i 

i 

i 

i
i/i
i
i

Other functions
Highlight / Replay / Skip Function
Realtime counter
Time remaining indicator
Cut function
Bookmark function
Timeshift recording zap/fix
Timer slots
Simultaneous recording and playback

i/i/i
i
i
i
i
i
50
i

Sources
Terrestrial/cable (analogue)
DVB-S / DVB-S 2 / DVB-T / DVB-C

i
y/y/i/i

Miscellaneous 1

Additional weight (approx.) in kg 
Additional power consumption in stand-by /  
when switched off (in watts)
Additional power consumption when “ON” (in watts)

0.5
0 / 0 

5

Loewe Network Mediaplayer

Available as variant ex works for:  
Connect 32 Media Full-HD+ 100, Connect 37 Media Full-HD+ 100, Connect 42 Full-HD+ 100,
Connect 26 Media.
Can be optionally retrofitted by:
Individual 40 Selection Full-HD+ 100 inkl. DR+, Individual 46 Selection Full-HD+ 100 inkl. DR+, 
Individual 40 Compose Full-HD+ 100, Individual 46 Compose Full-HD+ 100,  
Individual 52 Compose Full-HD+ 100.

Connections
LAN connection RJ45
External WLAN antenna / internal WLAN antenna 3

i
i/i

WLAN 3

IEEE 802.11b and 802.11g i

WLAN security 3

WEP 64 and 128 Bit (ASCII and HEX),  
WPA PSK and TKIP, WPA2 AES

i 

Digital Rights Management
Microsoft DRM for WMA and WMV i

Home networking standard supported
Universal Plug and Play Audio/Video (UPnP AV) i

Interoperability with Mediaservers 4

Windows Media Player 11
UPnP server from FritzBox
TwonkyVision
EyeConnect from Elgato for Mac

i
i
i
i

Internet
Internet Radio vTuner with over 8,000 stations
Software update online

i
i

Convenience features 5

Alphabetical list sort function
Browse lists page by page
Search for file according to initial letters
Image zoom 1.5 / 2 / 3 / 4 Zoom  
can be moved to the left / right / up / down
Manual (90°, 180°, 270°)  
and automatic (EXIF) image rotation
Time search/skip for videos
Resume function for music and videos
Fast forward/rewind for videos
Music tracks can be sorted according to album listing
Music playback in background of slideshow
Adjustable slideshow interval / Cross-fading effects
Repeat music track (one track / all)
Play music tracks randomly

i
i
i
i 

i 

i
i
i
i
i
i/i
i
i

Image formats 6

Images: JPG, PNG, BMP, GIF
	� Image files must not exceed 10 MB.
	� Photos in bitmap format (BMP) are uncompressed 

in 8 bit and 24 bit (no RLE) and are only 
supported in Windows format. The audio data 
is uncompressed and therefore identical to the 
original recording in the studio.

i

 
 
 
 

Video formats 6

AVI (DivX, Xvid, MPEG4), MPEG 1/2/4, WMV 9/HD, 
DivX® Video, Xvid, VOB, AVCHD

i 

Music formats 6

MP3, WAV (without ADPCM), 
WMA 8/9/10 (not including lossless), LPMC, flac
Album art display
M3U, PLS, WPL play lists

i 

i
i

Loewe DR+ hard disk recorder



142 / 143

Wall Mount Flex 52 L for Spheros R 37 Full-HD+ 100
Only in combination with LCD VESA adapter.
TV can be rotated, tilted and pivoted
Colour: Aluminium

Wall Mount Flex 32 L for Spheros R 32 HD+ 100
Only in combination with LCD VESA adapter. 
TV can be rotated, tilted and pivoted
Colour: Aluminium

Wall Mount WM 50 for Spheros R 37 Full-HD+ 100,  
Spheros R 32 HD+ 100
TV tilting
Colour: Chrome Silver

Floor Stand 5 MU SP for Spheros R 37 Full-HD+ 100 
Only in combination with Individual Sound Projector 
and Adapter Floor Stand 5  MU SP.
Motorised rotation, TV tilting,
can be operated by remote control
Colour: Brushed Aluminium
Diameter of floor plate in cm: 56.0

Floor Stand 4 MU for Spheros R 37 Full-HD+ 100,  
Spheros R 32 HD+ 100
Motorised rotation, TV tilting
Colour: Brushed Aluminium
Dimensions in cm:
Diameter of floor plate: 50.0
Height of bar (visible) 1: approx. 41.0 

Floor Stand 4 for Spheros R 37 Full-HD+ 100,  
Spheros R 32 HD+ 100
Manual rotation, TV tilting
Colour: Brushed Aluminium
Dimensions in cm:
Diameter of floor plate: 50.0
Height of bar (visible) 1: approx. 41.0 

Spheros

Accessories TV Reference

Cube i
Colour: Platinum
Dimensions (w x h x d) in cm: 45.4 x 52.5 x 40.5

Cube i

Accessories



Accessories.

Individual

Table Stand I 52 Compose for Individual 52 Compose
Manual rotation
Colour: Chrome coating
Dimensions (w x d) in cm: 64.6 x 38.5

Table Stand I 40 – 46 Compose for  
Individual 46 Compose, Individual 40 Compose
Manual rotation
Colour: Chrome coating
Dimensions (w x d) in cm: 64.4 x 38.5

Center Floor Stand I Compose for Individual Compose 
Manual rotation
Colour: Aluminium Black, Aluminium Silver
Diameter of floor plate in cm: 50.2

Accessories TV Individual

Floor Stand 5 MU SP for Individual Compose
Only in combination with Individual Sound Projector.
Motorised rotation, can be operated by remote control
Colour: Brushed Aluminium
Diameter of floor plate in cm: 56.0

Screen Floor Stand I 52 MU for  
Individual 52 Compose
Motorised rotation, can be operated by remote control
Colour: Chrome coating
Dimensions (w x h x d) in cm: 64.6 x 50.0 x 55.4
Diameter of bar: 6.0 
Height of bar (visible) 1: approx. 46.2

1 Visible height depends on TV set.



144 / 145

Individual

Screen Paravent for Individual 40 Selection,  
Individual 32 Selection, Individual 26 Selection 
Manual rotation, TV tilting
Colour: Brushed Aluminium
Dimensions (w x h x d) in cm: 67.3 x 75.0 x 45.8
Diameter of floor plate: 45.8

Screen Floor Stand MU for Individual 46 Compose, 
Individual 40 Compose, Individual Selection 
Motorised rotation, can be operated by remote control 
With Individual Selection up to 40": TV can be tilted
Colour: Chrome coating
Dimensions (w x h x d) in cm: 64.4 x 49.7 x 55.4
Height of bar (visible) 1: approx. 48.5

Screen Floor Stand for Individual 32 Selection, 
Individual 26 Selection
Manual rotation, TV tilting
Colour: Chrome Silver
Dimensions (w x h x d) in cm: 53.1 x 50.0 x 45.6 
Diameter of bar: 6.0
Height of bar (visible) 1: approx. 40.1

Screen Lift Plus for Individual 46 Compose,  
Individual 40 Compose, Individual Selection
Manual rotation, TV tilting
Height can be adjusted during installation.
With Individual Compose, the Center Speaker I Compose 
can be mounted on the Screen Lift Plus. 
Only in combination with Screen Lift Plus centre adapter.
Colour: Brushed Aluminium
Dimensions in cm:
Diameter of bar: 6.0
Height of bar: 300.0 

Wall Mount Flex 52 L for Individual 52 Compose, 
Individual 46 Compose, Individual 40 Compose,  
Individual 46 Selection, Individual 40 Selection
Only in combination with I 52 Compose,  
I 46 or I 40 VESA adapter.
TV can be rotated, pivoted and tilted
Colour: Aluminium

Wall Mount Flex 32 L for Individual 32 Selection,  
Individual 26 Selection
Only in combination with I 32 or I 26 VESA adapter..
TV can be rotated, tilted and pivoted
Colour: Aluminium

Wall Mount WM 54 for Individual 46 Selection, 
Individual 40 Selection, Individual 32 Selection
Colour: Silver

Wall Mount WM 55 for Individual 26 Selection
Colour: Silver

Motor Unit upgrade kit for Screen Table Stand  
for Individual 40 Selection, Individual 32 Selection, 
Individual 26 Selection 
Motorised rotation 
Colour: Chrome Silver, Metallised Chrome

Individual Compose inset
Colours: Ruby, High Gloss Black, Ebony, Rosewood,  
Light Oak, Metallised Chrome, Aluminium Silver

Individual 52 Compose
Inset dimensions (w x l) in cm: 4.4 x 75.7

Individual 46 Compose
Inset dimensions (w x l) in cm: 4.4 x 66.5

Individual 40 Compose
Inset dimensions (w x l) in cm: 4.4 x 59.0

Individual Selection inset
Colours: Ruby, High Gloss Black, Orange, Apple Green, 
Ebony, Rosewood, Light Oak, Metallised Chrome,  
Aluminium Silver

Individual 46 Selection
Panel inset dimensions (w x l) in cm: 4.4 x 66.5
Speaker inset dimensions (w x l) in cm: 4.4 x 8.4

Individual 40 Selection
Panel inset dimensions (w x l) in cm: 4.4 x 59.0
Speaker inset dimensions (w x l) in cm: 4.4 x 8.4

Individual 32 Selection
Panel inset dimensions (w x l) in cm: 4.4 x 46.9
Speaker inset dimensions (w x l) in cm: 4.4 x 8.3

Individual 26 Selection
Panel inset dimensions (w x l) in cm: 4.4 x 40.3
Speaker inset dimensions (w x l) in cm: 4.4 x 8.3

Accessories TV Individual



Accessories.

Connect

1 �The Floor Stand Trapeze can no longer be used as such  
once it has been converted into a Table Stand Trapeze.

2 Visible height depends on TV set.

Floor Stand Trapeze for Connect 42, Connect 37
Can be adjusted to three heights.
Lowest level is suitable for set-up on a lowboard.
Can also be used as a Table Stand (fourth level) 1.
Colour: Chrome-finished
Dimensions (w x d) in cm: 
Connect 42":	104.4 x 37.8 
Connect 37":	  93.4 x 37.8
Height from floor to lower edge of TV in cm:
Level 1: 21.4 / Level 2: 26.3 / Level 3: 31.2

Floor Stand Trapeze for Connect 32
Can be adjusted to three heights.
Lowest level is suitable for set-up on a lowboard.
Can also be used as a Table Stand (fourth level) 1.
Colour: Chrome-finished 
Dimensions (w x d) in cm: 80.4 x 37.8
Height from floor to lower edge of TV in cm:
Level 1: 21.1 / Level 2: 26.1 / Level 3: 31.0 

Table Stand Trapeze for Connect 42,  
Connect 37, Connect 32
Fourth level for the Floor Stand Trapeze
Height from floor to lower edge of TV in cm:
Connect 42": 6.6 
Connect 37": 6.7 
Connect 32": 6.3 
Total height in cm: 
Connect 42": 76.0
Connect 37": 69.9
Connect 32": 61.2

Equipment board for Floor Stand Trapeze  
for Connect 42, Connect 37, Connect 32
Additional board suitable for Floor Stand Trapeze.
Space for 1 or 2 equipment products (e.g. Viewvision).
Storage space for cables.
Colour: Silver
Dimensions (w x d x h) in cm: 40.0 x 34.0 x 10.0
Total depth with Floor Stand Trapeze: 40.5

Floor Stand 4 MU for Connect 42 Media,  
Connect 37 Media, Connect 32 Media
Only in combination with Adapter Floor Stand C 37 / 42  
or Floor Stand C 32 and RS 232 C / motor control /  
IR Link upgrade kit.
Motorised rotation, can be operated by remote control
Colour: Brushed Aluminium
Dimensions in cm:
Diameter of floor plate: 50.0
Height of bar (visible) 2: 42.5

Floor Stand 4 for Connect 42, Connect 37,  
Connect 32
Only in combination with Adapter Floor Stand C 37 / 42  
and Floor Stand C 32. 
Manual rotation
Colour: Brushed Aluminium
Dimensions in cm:
Diameter of floor plate: 50.0
Height of bar (visible) 2: 42.5

Floor Stand 5 MU SP for Connect 42 Media,  
Connect 37 Media
Only in combination with Individual Sound Projector, 
Adapter Floor Stand C 37 / 42 and motor control /  
RS 232 C upgrade kit.
Motorised rotation, can be operated by remote control 
Colour: Brushed Aluminium
Dimensions in cm: 
Diameter of floor plate: 56.0

Floor Stand C 22/26 for Connect 26, Connect 22
Manual rotation
Colour: Chrome-finished
Dimensions (w x d) in cm: 48.5 x 50.5 

Wall Mount Flex 52 L for Connect 42
Only in combination with VESA adapter C 42.
TV can be rotated, tilted and pivoted
Colour: Aluminium

Wall Mount Flex 32 L for Connect 32, Connect 37
Only in combination with VESA adapter C32 or C37. 
TV can be rotated, tilted and pivoted
Colour: Aluminium

Wall Mount Flex 26 S for Connect 26, Connect 22
TV can be tilted and pivoted
Colour: Aluminium

Wall Mount WM 54 for Connect 42, Connect 37
TV tilting
Colour: Silver

Wall Mount WM 56 for Connect 32
TV tilting
Colour: Silver

Accessories TV Connect
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Floor Stand 4 MU for Xelos A 37 Full-HD+ 100, 
Xelos A 32 Full-HD+ 100
Only in combination with LCD VESA adapter. 
Motorised rotation,  
can be operated by remote control, TV tilting
Colour: Brushed Aluminium
Dimensions in cm:
Diameter of floor plate: 50.0
Height of bar (visible) 2: approx. 41.0

Floor Stand 4 for Xelos and Modus
Manual rotation, TV tilting 
Colour: Brushed Aluminium
Dimensions in cm:  
Diameter of floor plate: 50.0
Height of bar (visible) 2: 41.0

Wall Mount Flex 52 L for Art 47 SL Full-HD+ 100,  
Art 42 SL Full-HD+ 100
Only in combination with VESA adapter A 42 / 47. 
TV can be rotated, tilted and pivoted
Colour: Aluminium

Wall Mount Flex 32 L for Art 37 SL Full-HD+ 100,  
Art 32 SL Full-HD+ 100, Xelos A 37 Full-HD+ 100, 
Xelos A 32 Full-HD+ 100, Xelos A 26, Modus L 37 
Full-HD+ 100, Modus L 32 Full-HD+ 100
Only in combination with LCD VESA adapter. 
TV can be rotated, tilted and pivoted
Colour: Aluminium

Wall Mount WM 57 for Art 47 SL Full-HD+ 100,  
Art 42 SL Full-HD+ 100
TV tilting
Colour: Chrome Silver

Wall Mount WM 58 for Art 37 SL Full-HD+ 100.
TV tilting
Colour: Chrome Silver

Wall Mount WM 59 for Art 32 SL Full-HD+ 100
TV tilting
Colour: Chrome Silver

Wall Mount WM 50 for Xelos A 37 Full-HD+ 100, 
Xelos A 32 Full-HD+ 100, Xelos A 26,  
Modus L 37 Full-HD+ 100, Modus L 32 Full-HD+ 100
TV tilting
Colour: Chrome Silver

Xelos Rack for Xelos A 37 Full-HD+ 100,  
Xelos A 32 Full-HD+ 100
Manual rotation, TV tilting  
Colour: Platinum, Anthracite 
Dimensions (w x h x d) in cm: 
External dimensions: 99.1 x 40.0 x 52.7 
Video shelf above and below: 95.3 x 11.0 x 38.5

Floor Stand A 37/42/47 for Art 47 SL Full-HD+ 100,  
Art 42 SL Full-HD+ 100, Art 37 SL Full-HD+ 100
Manual rotation
Colour: Brushed Aluminium
Diameter of floor plate in cm: 56.0

Equipment board for Floor Stand A 37/42/47
Board with space for 1 or 2 equipment products 
Colour: Chrome Silver

Floor Stand A 32 for Art 32 SL Full-HD+ 100
Manual rotation
Colour: Brushed Aluminium
Diameter of floor plate in cm: 50.0

Equipment board for Floor Stand A 32
Board with space for 1 or 2 equipment products
Colour: Chrome Silver

Floor Stand 5 MU SP for Art 47 SL Full-HD+ 100,  
Art 42 SL Full-HD+ 100, Art 37 SL Full-HD+ 100, 
Xelos A 37 Full-HD+ 100
Only in combination with Individual Sound Projector,  
Adapter Floor Stand 5 MU SP and RS 232 C /  
motor control upgrade kit.
Motorised rotation, can be operated by remote control
Colour: Brushed Aluminium
Diameter of floor plate in cm: 56.0

Art / Xelos / Modus

Accessories TV Art



Table Stand Sound Projector
Colour: Brushed Aluminium
Diameter of floor plate in cm: 26.0

Floor Stand 5 MU SP
The Individual Sound Projector can be easily  
combined with all Spheros, Compose, Connect,  
Art and Xelos TV sets from 37" upwards 2.
Motorised rotation, can be operated by remote control
Colour: Brushed Aluminium
Diameter of floor plate in cm: 56.0

Individual Sound Projector

Table Stand Individual Mediacenter
Colour: Brushed Aluminium
Diameter of floor plate in cm: 25.8

Floor Stand Individual Mediacenter
Colour: Brushed Aluminium
Dimensions in cm:
Total height incl. Mediacenter: 101.7
Diameter of floor plate: 31.5

iPhone/iPod docking station 1

Colour: High Gloss Black
Dimensions (w x h x d) in cm: 12.0 x 1.6 x 12.0

Individual Mediacenter

Accessories Audio

1 �iPhone/iPod not supplied.
2 �For certain products, a corresponding VESA adapter  

is required which has to be ordered separately.

Audiovision

Dockingstation

Accessories.
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Center Floor Stand I Compose
Manual rotation
Colours: Aluminium Silver, Aluminium Black
Diameter of floor plate in cm: 50.0

Stereo Speaker I Compose 
The I 46 Compose Stereo Speakers can be combined 
with the Individual 52 Compose. (2 per set)
It is not possible to attach the Stereo Speakers  
directly to Individual 52 Compose.
Colours: Aluminium Silver, Aluminium Black
Dimensions (w x h x d) in cm:
46": 9.2 x 67.2 x 6.8
40": 9.2 x 59.7 x 6.8

Center Speaker Table Stand I Compose 
Colour: Brushed Aluminium
Diameter of floor plate in cm: 26.0 

Insets for Stereo Speaker I Compose
(2 per set)
Colour: Aluminium Silver
Dimensions (w x l) in cm:
46": 4.4 x 66.4
40": 4.4 x 58.9

Insets for Center Speaker I Compose 
(2 per set)
Colours: Ruby, High Gloss Black, Ebony, Rosewood, 
Light Oak, Metallised Chrome, Aluminium Silver,  
Orange, Apple Green
Dimensions (w x l) in cm: 8.3 x 8.3

Individual Compose

Accessories Audio

Individual Sound S-Stand
(2 per set)
Colour: Aluminium
Dimensions in cm:
Diameter of floor plate: 20.1 
Height of bar: 88.6

Wall Mount Individual Sound
(2 per set)
Colours: Chrome Silver, Anthracite

Wall Mount Universal Speaker
(2 per set)
Colour: Chrome Silver

Floor Stand Universal Speaker
(2 per set) 
Colour: Aluminium
Dimensions in cm: 
Diameter of floor plate: 25.8
Height of bar: 74.4

Floor Stand Subwoofer
Colour: Brushed Aluminium (with cable cover in  
Chrome Silver or Anthracite for Viewvision), Chrome  
(with cable cover in Chrome Silver for Viewvision) 
Diameter of floor plate in cm: 42.0

Insets for Individual Sound Stand Speaker,  
Individual Sound Universal Speaker
(2 per set)
Colours: Ruby, High Gloss Black, Orange, Apple Green, 
Ebony, Rosewood, Light Oak, Metallised Chrome,  
Aluminium Silver
Dimensions (w x l) in cm: 8.3 x 8.3

Insets for Individual Sound Satellite Speaker
(2 per set)
Colour: Metallised Chrome
Dimensions (w x l) in cm: 8.3 x 8.3

Individual Sound



Innovation by tradition.
The history of the Loewe company.

Loewe history.
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< 2004

The Spheros R 37 Masterpiece is  
the first stand-alone LCD TV set to  
turn technology into a work of art.

2007 >

The Loewe Individual Compose is the 
first television to extend the principle 

of individuality to sound as well.

2007 >

Loewe Connect is one of  
the first televisions to become a 
central hub for all digital media, 

thanks to leading networking 
technology.

< 2009

Loewe Reference is the first 
set to combine an impressively 
uncompromising ultra-slim design 
with cutting-edge technology. 
The special highlight: perfect 
networking of entertainment 
throughout the home.

< 1931

Loewe makes the world’s first wireless 
television broadcast possible.

< 1981

Launch of the first  
stereo television in Europe.

1987 >

A new generation of televisions 
with a new design. Art 1 lays  

the style foundations – for the 
first time ever, speaker and 

screen form a seamless entity. 

1995 >

Loewe produces the world’s first 
recyclable television set. The 

housing is made entirely of steel, 
so it can be completely melted 

down during recycling.

< 2005

The first television you can design 
yourself - Individual can be ordered 
in a variety of housing colours, 
with many different set-up options 
and even a choice of insets!
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Perfection in  
Home Entertainment.
 Complete Loewe range 2009

Technical specifications, delivery conditions, and other information are subject to change without notice ·  
LO 910048-58 · Art. no. 99 004 756 · Copy date 31/03/2009 · Printed in Germany.

Actual colours may vary due to printing processes. All Loewe products featured in this catalogue are intended for private use.

Loewe Opta GmbH
Industriestraße 11
96317 Kronach
Germany
www.loewe.de
www.loewe-int.de

Loewe UK Limited
Century Court
Riverside Way
Riverside Business Park	
Irvine
KA11 5DJ
Scotland, UK
Phone +44 (0)1294 315 000
www.loewe-uk.com

Audio Products Group 
Pty Ltd
1/67 O’Riordan St
Alexandria NSW 
Australia
1300 134 400
www.loewe-au.com

Wall Place, Tawa
Wellington New 
Zealand
0800 111 450
www.loewe-nz.com

Origo
Magna Drive
Magna Business Park
City West
Dublin 24
Ireland
Phone +353 1 4666 777
www.origo.ie


